
Full HD 2MP WiFi Camera Line 4MP Professional Camera Line

WiFi WiFi WiFi WiFi  4MP  4MP     4MP   4MP  4MP  4MP  4MP  
  Cube Camera   Dome Camera   Bullet Camera   PT Camera   Cube Camera  Dome Camera   Bullet Camera   Eyeball Camera  VF Bullet Camera  VF Eyeball Camera X25 PTZ Camera

Image Sensor 1/2.7” 2 Megapixel CMOS 1/2.7” 2 Megapixel CMOS 1/2.7” 2 Megapixel CMOS 1/2.7” 2 Megapixel CMOS 1/3” 4 Megapixel CMOS 1/3” 4 Megapixel CMOS 1/3” 4 Megapixel CMOS 1/3” 4 Megapixel CMOS 1/3” 4 Megapixel CMOS 1/3” 4 Megapixel CMOS 1/2.8" STARVIS™ CMOS

Lens 2.8 mm 2.8 mm 2.8 mm 3.6 mm 2.8 mm/F2.0 2.8 mm/F2.0 2.8 mm/F2.0 2.8 mm/F1.6 2.8 mm–12 mm/F1.7 2.8 mm–12 mm/F1.7 4.8 mm–120 m/F1.6–F4.0

FDV-H 105° 114.6° 114.6° 89° 97° 93° 93° 102° 98°–31° 98°–31° 60°–2.5°

Day/Night ICR ICR ICR ICR ICR ICR ICR ICR ICR ICR ICR

WDR DWDR DWDR WDR WDR WDR WDR WDR WDR

Max IR Distance 10m 20m 30m 10m 10m 30m 30m 30m 50m 50m 100m

Video Compression H.265 H.265 H.265 H.265 H.265 H.265 H.265 H.265 H.265 H.265 H.265

Max Resolution 1080P(1920×1080) 1080P(1920×1080) 1080P(1920×1080) 1080P(1920×1080) 4M (2560 × 1440) 4M (2560 × 1440) 4M (2560 × 1440) 4M (2560 × 1440) 4M (2560 × 1440) 4M (2560 × 1440) 4M (2560 × 1440)

Frame Rate 30fps@1080P 30fps@1080P 30fps@1080P 30fps@1080P 30fps@4MP 30fps@4MP 30fps@4MP 30fps@4MP 30fps@4MP 30fps@4MP 30fps@4MP

Multi-Streaming 2 streams 2 streams 2 streams 2 streams 2 streams 2 streams 2 streams 2 streams 2 streams 2 streams 3 streams

Pan/Tilt/Zoom Pan / Tilt / Digital Zoom PTZ

Compatibility ONVIF, CGI ONVIF,CGI ONVIF,CGI ONVIF, CGI ONVIF, CGI ONVIF, CGI ONVIF, CGI ONVIF, CGI ONVIF, CGI ONVIF, CGI ONVIF, CGI

Audio In/Out Built In Speaker & Mic Bulit in Mic Built In Speaker & Mic Built In Speaker & Mic Built-in MIC 

Memory Slot Micro SD, Max. 256GB Micro SD, Max. 128GB Micro SD, Max. 128GB Micro SD, Max. 128GB Micro SD, Max. 256GB Micro SD, Max. 256GB Micro SD, Max. 256GB Micro SD, Max. 256GB Micro SD, Max. 256GB Micro SD, Max. 256GB Micro SD, Max. 256GB

Ingress Protection IP67 IP67 IP67 IP67 IP67 IP67 IP67 IP66

Working Temperature -10°C ~ +45°C -20°C~+60°C -20°C~+60°C -10°C ~ +45°C -10°C ~ +45°C -40°C to +55°C -40°C to +55°C -40°C to +60°C -30°C to +60°C -30°C to +60°C -40°C to +70°C

Power DC12V DC12V DC12V DC12V DC12V/PoE DC12V/PoE DC12V/PoE DC12V/PoE DC12V/PoE DC12V/PoE DC12V/PoE+

Max. 2.9W Max. 4.7W Max. 4.8W Max. 7.5W Max. 3.3W Max. 4.9W Max. 5.0W Max. 6.6W Max. 7.4W Max. 7.4W Max. 21W

Model RVCM11W1500 RVCM32W1600 RVCM52W1400 RVCM61H1700 RVCM11P1800 RVCM32P1900A RVCM52P2000A RVCM72P2100A RVCM52P2200A RVCM72P2300A RVCM82E2500A

VUpoint 4MP Professional Camera Line




